Appendix G — Details of Street Cut Repair
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Concrete surface - street cut repair

2” minimum depth saw cut, remaining
depth broken to expose rough face for 11” minimum 4000 psi concrete
aggregate interlock of existing with broom finish

concrete and concrete patch
\ Existing concrete surface
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8” minimum Cut back Trench 8” minimum Cut back
Existing base Width
(W)

Flowable fill

Trench Width (W) = 5/3 (diameter of pipe in inches) + 7 inches
NOTE: Minimum trench width is 18 inches
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Asphalt surface - street cut repair in Arterial and Collector
Streets

Edges saw cut and sealed with asphalt sealer
9 minimum 4000-psi concrete

Existing asphalt surface
2 ” Compacted
asphalt
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j\ Flowable Fill

8” Cut Back | "1 '8” Cut Back

Trench
Width
Existing base (W)

Trench Width (W) = 5/3 (diameter of pipe in inches) + 7 inches
NOTE: Minimum trench width is 18 inches
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Asphalt surface - street cut repair in Residential Streets

Edges saw cut and sealed with asphalt sealer
Total asphalt thickness shall
be at least 6”

Existing asphalt surface
1 1ift Compacted or rolled
surface frade asphalt
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\\ 3” maximum lifts of Compacted

Trench Base grade Asphalt or 1” lifts of
Existing base Width compacted Surface grade asphalt
(W)
Flowable fill

Trench Width (W) = 5/3 (diameter of pipe in inches) + 7 inches
NOTE: Minimum trench width is 18 inches
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Temporary street cut repair (Winter repair)

9” minimum 4000 psi concrete 6 mm or more of visqueen
(if required) or other plastic sheeting (if concrete patch is used)
Existing asphalt surface 2 minimum 4000 psi

concrete or Cold Patch Asphalt
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Flowable fill , or # 53

8” Cut Back 8” Cut Back gravel compacted
Trench in 6” lifts, depending
Width on weather
Existing base W)

Trench Width (W) = 5/3 (diameter of pipe in inches) + 7 inches
NOTE: Minimum trench width is 18 inches
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